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3M Adhesive Transfer
Tape 468MP Clear (10cm x

9.5cm)

$0.99

Product Images

Short Description

3M Adhesive Transfer Tape 468MP Clear. 10cm x 9.5cm

Description

3M� Adhesive Transfer Tape 468MP Clear

https://www.facebook.com/PerformancePCs
https://twitter.com/PerformancePCs
https://www.instagram.com/performancepcs/
https://www.youtube.com/user/PerformancepcsTV
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10cm x 9.5cm

Ideal for graphic and nameplate attachment
Easy to die-cut and process
Excellent moisture and solvent resistance
Excellent high temperature resistance and shear strength
UV resistant
Easy to apply - not messy
Markets: Automotive, Appliance, Aerospace, General Industrial, Electronics, Transportation
Applications: Adhering, joining, affixing, bonding, mounting, holding, laminating and attaching, medium and High Surface
Energy Plastic bonding, metal bonding

 

Specifications

Adhesion to Foam 3

Adhesion to HSE 9

Adhesion to LSE 1

Adhesion to Metal 10

Adhesive Caliper (mils) 5 Milli-inch (mil)

Adhesive Material 200MP High-Performance Acrylic

Adhesive Thickness (mils) 5 Milli-inch (mil)

Adhesive Type 1 200MP High Performance Acrylic

Back-Side Adhesive Thickness (mils) >=0 Milli-inch (mil)

Caliper 5 Milli-inch (mil)

Carrier Thickness (mils) >=0 Milli-inch (mil)

Chemical Resistance 9

China RoHS - Below MCV Yes

Color Clear

EU RoHS Compliant Yes

Face-Side Adhesive Thickness (mils) 5 Milli-inch (mil)

Face-Side Adhesive Type 200MP High Performance Acrylic

Humidity Resistance High

Length 60 Linear Yard
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Liner Caliper (mils) 4.2 Milli-inch (mil)

Liner Color Tan

Liner Material 58# Polycoated Kraft

Liner Thickness 4.2 Milli-inch (mil)

Liner Type 58# Polycoated Kraft Paper

Master Size Length 180 Linear Yard

Master Size Width 48 Inch

Maximum Operating Temperature (Fahrenheit) 400 Degree Fahrenheit

Meets Specifications UL|M*

Minimum Operating Temperature (Fahrenheit) -40 Degree Fahrenheit

Moisture Resistance High

Nominal Adhesive Thickness (mils) 5 Milli-inch (mil)

Plasticizer Resistance Low

Primary Liner 58# Polycoated Kraft Paper

Primary Liner Thickness (mils) 4.2 Milli-inch (mil)

Product Form Roll

Solvent Resistance 9

Tape Construction Adhesive Transfer

Temp Resistance-- Lower (deg F) -40 Degree Fahrenheit

Temp Resistance-- Upper (deg F) 400 Degree Fahrenheit

Thickness 5 Milli-inch (mil)

Top Liner Material 58# Polycoated Kraft Paper

Total Thickness 5 Milli-inch (mil)

UV Resistance High
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Additional Information

Brand ModDIY

SKU MDY-3M-468MP-S

Weight 0.0100

TIM Type Tape


