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PC Power and Cooling

Silencer® Ultra Quiet
92mm Fan Sleeved

Product Images

Silencer® 92mm Cooling Fan
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Short Description

PC Power and Cooling is renowned for their low-noise power supplies and fans produces the Silencer case fan that's optimal for
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use when operation is the goal. High-quality ball bearing fan is rated at 20dB. Available with the 2-wire/3-pin connector.

Fan cable is fully covered in nylon Techflex sleeving and premium heatshrink, colors of your choice!

Description

PC Power and Cooling is renowned for their low-noise power supplies and fans produces the Silencer case fan that's optimal for

use when operation is the goal. High-quality ball bearing fan is rated at 20dB. Available with the 2-wire/3-pin connector.

Fan cable is fully covered in nylon Techflex sleeving and premium heatshrink, colors of your choice!

Specifications

SILENCER MODEL:

[

Air Volume:

Max. Static Pressure:
Fan Speed:
Acoustical Noise:
Rated Voltage:
Operating Range:
Current:

Power Consumption:

Insulation Resistance:

Dielectric Strength:
Insulation Class:
Impeller:

Housing:
Bearings:

PCB:

Lead Wire:
Connector Choice:
Safety:

Agency Approval:
Size:

Weight:
Dimensions:

92mm

28 CFM

0.07 (inches of water)
1600 RPM

23dB(A)

12vDC

6-14VDC

85mA

1w

10 M Ohms at 500VDC
500 VAC for 1 minute
E

PBTP (UL94V-0)

PBTP (UL94V-0)

ball bearings

epoxy (UL94V-0)
AWG 24, red & black
4-pin drive or 3-pin M/B
impedance protected
UL, CUL

92x92x25 mm

(3.62" x 3.62" x 1")
3.47 oz.

See diagram
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Additional Information

SKU

Weight

Fan Dimensions
Fan Width

Fan Connection
Fan Voltage

Fan RPM

Fan CFM

Fan Noise (dB)

SILENCER92

0.4000

92mm

25mm

3-Pin

12 VDC

1600

28

23
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