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Bitspower CPU Block
Summit M with OLED

$148.50

Product Images

Short Description

Bitspower offers an efficient and stylish solution for CPU water cooling with our new CPU Block Summit M
(OLED). Including brackets and accessories for both Intel and AMD platforms, this CPU block is all you’ll need
to keep your processor cool. The block features a stylish top plate design and digital RGB lighting, as well as a
digital thermal sensor and a bright OLED display so you can monitor your water cooling loop temperature.

https://www.facebook.com/PerformancePCs
https://twitter.com/PerformancePCs
https://www.instagram.com/performancepcs/
https://www.youtube.com/user/PerformancepcsTV
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Description

Bitspower CPU Block Summit M with OLED

 

Bitspower offers an efficient and stylish solution for CPU water cooling with our new CPU Block Summit M
(OLED). Including brackets and accessories for both Intel and AMD platforms, this CPU block is all you’ll need
to keep your processor cool. The block features a stylish top plate design and digital RGB lighting, as well as a
digital thermal sensor and a bright OLED display so you can monitor your water cooling loop temperature.

In order to make heat exchange as efficient as possible, the copper base plate features a layer of 0.3mm
fins/channels to increase the surface area, which is essential for heat dissipation. Then, the Bitspower water
injection design brings a high flow of coolant directly on top of these fins for immediate cooling.

The CPU block Summit M with OLED, equipped with Bitspower Digital RGB around the top plate, is sure to
become the center of attention of your case with bright LEDs that are certified by ASUS AURA Sync, GIGABYTE
RGB Fusion, MSI Mystic Light Sync, and ASRock Polychrome.

Specifications

Thread : G1/4" x 2

Digit thermal sensor

Input Voltage : DC 5V~12V
Temperature : 0~99°C(32~210.2°F)
operate current : <20ma

 

Included :
2Set of BP-TBEML
1Pcs of AM4 Bracket
1set of Mounting spring
1Set of CPU backplate
1Set of Mounting Screws/Accessories 

Dimension(LxWxH) : 95x95x26 MM
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Brand Product

INTEL

INTEL LGA 775

LGA 115X

LGA 1366

LGA 2011

LGA 2011-V3

LGA 2066

AMD

SOCKET 939 / 754 / 940

SOCKET AM4

SOCKET AM2 / AM2+

SOCKET AM3 / AM3+

SOCKET FM1 / FM2+

 

Additional Information

Brand Bitspower

SKU BP-CPUM-OLED

Weight 2.0000

Color Black

CPU Series Intel 775/115X/1366/2011/2066

Block CPU Type Intel/AMD

Block Style Copper-Plexi

Vendor SKU/EAN 4712914784162
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