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a2 AKASA USB 3.1 Gen 2 $45.50
aluminium enclosure for
M.2 SATA SSD / M.2 PCle

NVMe SSD
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Short Description

Easily leverage the speeds and portability of M.2 SSD as an ultra-fast external USB flash drive. Features
connectivity to any USB Type-A or Type-C enabled host and convenient tool-free design.
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Description

This portable SSD enclosure from Akasa fits your M.2 storage solution to be used as a USB device with USB
3.1 Generation 2 giving you a solid 10Gb/s transfer rates.

Features

* Stylish premium aluminium finish

« Complies with USB Attached SCSI Protocol (UASP) specification

* SuperSpeed 10 Gb/s USB 3.1 Gen 2 connection for ultra-fast data transfer
* Backwards compatible with USB 3.1 Gen 1 / USB 3.0 and USB 2.0

Specifications

i . USB 3.1 Gen 2 aluminium enclosure for M.2 SATA SSD /
Application
M.2 PCle NVMe SSD
Operating System Support Windows 7 /:8.X /10
P &5y PP Mac OS X 10.3 and higher
USB 3.1 Gen 2 Type-C
External Interface
USB 3.1 Gen 2 Type-A
M.2 SATA B+M key
Internal Interface M.2 PCle Gen 3 (compatible with M key and x2 B+M key
SSD)

SATA 117111 SSD
SATA / PCle Compatibility PCle Gen 3, Gen 2, Gen 1 x2/x4 NVMe SSD 2280, 2260,
2242, size SSD

10 Gb/s (USB 3.1 Gen 2)
Transfer Rate 5 Gb/s (USB 3.1 Gen 1 / USB 3.0)
480 Mb/s (USB 2.0)

USB Attached SCSI Protocol (UASP) specification
Protocol

compliant
Dimensions 130 x 26.5 x 12 mm
Product Code AK-ENU3M2-04
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Additional Information

Brand
SKU
Weight
Color

Device Type

Akasa

AK-ENU3M2-04

1.0000

Silver

SSD/HDD Enclosure
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