r 4 1701 R.J. Conlan Bivd. n
NE, Unit #5 Like Us Facebook
‘ Palm Bay, FL 32905, USA

+ WATERCOOLING - MODIFICATIONS -
g Follow Us Twitter

Toll Free: 888-381-8222

Watch Our YouTube

Performance-PCs.com www.performance-pcs.com

sales@performance-pcs.com

o= AKUST Rustless Screw RS
M5x20

Product Images

Q,gml(usn

TS THERMANL DEVELDEER

—
o

!“

¢

g

{

B

4/10/24


https://www.facebook.com/PerformancePCs
https://twitter.com/PerformancePCs
https://www.instagram.com/performancepcs/
https://www.youtube.com/user/PerformancepcsTV

Short Description

Akust Rustless machine screws are made out of Nylon 6/6. Which is a rust and corrosion resistant material
that is also non-electrical conductive. It is lightweight and made of molded resin that is resistant to heat
between 270-300 degrees F. Material has a tensile strength of 12,000 PSI.

Description

Akust Rustless machine screws are made out of Nylon 6/6. Which is a rust and corrosion resistant material
that is also non-electrical conductive. It is lightweight and made of molded resin that is resistant to heat
between 270-300 degrees F. Material has a tensile strength of 12,000 PSI.

Features

Nylon 6/6 machine screw

® Rust and corrosion resistant material

¢ Lightweight and extremely strong material made from molded resin
Durable to heat up to 300 degrees F

Specifications

® Pan head screw

e ®5.0mm diameter

® 20.0mm length

e Rustless and electric-proof

® 10pcs in one pack

e Material:Nylon 66 (UL), 94V-2
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Additional Information

Brand

SKU

Weight

Color
Hardware Type
Screw Head
Screw Length
Material

Special Price

Akust
SK03-0044-AKS-D
0.0100

Clear

Screw

Phillips

20mm

Plastic

$1.25
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